TAVOLA § - ALLUNGAMENTO DELLE TUBAZIONI (mm per 100 m)

Acciaio al carbonio,

Tomperatur ok Aonilo noepible
oC v o Ul
mm/100 m mm/100 m mm/100 m
—50 —-71,5 —72,0 -112,0
—40 —60,8 —61,1 —94,9
-30 —50,0 —50,1 -77,7
—25 —44,6 —44,6 —69,0
-20 —39,1 -—39,1 —60,0
—15 —-33,6 —33,5 -51,8
—10 —28,0 —28,0 —43,1
— 5 —-225 —22,4 —34,5
0 —16,9 —16,8 —25,9
5 -11,3 -11,2 —17.3
10 - 57 — 5,6 — 8,6
15 00 0,0 0,0
20 57 5,6 8,6
25 11,4 11,3 17,2
30 17.1 17,0 25,9
35 22,9 22,6 34,5
40 28,7 28,3 43,1
45 34,5 34,1 51,8
50 40,3 39,8 60,4
55 46,2 45,5 69,0
60 52,1 51,3 77,6
65 58,0 57,0 86,2
70 64,0 62,8 94,9
75 70,0 68,6 104,0
80 75,9 74,4 112,0
85 82,0 80,3 121,0
90 88,0 86,1 129,0
95 94,1 92,0 138,0
100 100,0 97.8 147,0
110 112,0 110,0 164,0
120 125,0 121,0 181,0
130 137,0 133,0 198,0
140 150,0 145,0 216,0
150 163,0 157,0 233,0
160 175,0 169,0 250,0
170 188,0 182,0 267,0
180 201,0 194,0 284,0
190 215,0 206,0 302,0
200 228,0 218,0 319,0
210 241,0 231,0 336,0
220 254,0 243,0 353,0
230 268,0 256,0 371,0
240 282,0 268,0 388,0
250 ° 295,0 281,0 405,0
260 309,0 293,0 422,0
270 323,0 306,0 439,0
280 337,0 319,0 457,0
290 351,0 332,0 474,0
300 366,0 345,0 491,0
310 380,0 358,0 508,0
320 394,0 371,0 526,0
330 409,0 384,0 543,0
340 4240 397,0 560,0
350 439,0 410,0 577,0
360 453,0 423,0 594,0
370 468,0 437,0 612,0
380 483,0 450,0 629,0
390 499,0 463,0 646,0
400 514,0 477,0 663,0
410 529,0 490,0 680.0
420 545,0 504,0 698,0
430 561,0 518,0 715,0
440 576,0 531.,0 732,0
450 592,0 545,0 749,0
460 608,0 559,0 766,0
470 624,0 573,0 784,0
480 640,0 587,0 801,0
490 656,0 601,0 818,0
500 673,0 615,0 835,0
510 689,0 629,0 853,0
520 706,0 643,0 869,0
530 722,0 657,0 887,0
540 739,0 672,0 904,0
550 7560 686,0 921,0




